
STALWART

Construction

Our Stalwart luminaire has been designed to be a 

robust, aesthetically pleasing external bulkhead 

luminaire. The luminaire base is manufactured using 

high-grade die-cast aluminium with two 20mm 

pre-glanded cable entries ensuring installation is a  

simple task. The diffuser is manufactured using high-

grade polycarbonate material. The unit is supplied as 

standard with an open front, and an eyelid option is 

available as shown opposite.

 

As standard, the luminaire utilises branded electronic 

control gear mounted on a white powder-coated metal 

gear tray. Black and Silver options available.

Typical Applications

High-Security Areas and External Lighting.

Size Options

High-Quality Decorative Die-Cast 
External Drum Luminaire 

 Die-cast aluminium housing

 Highgrade polycarbonate diffuser

 White as standard, black and silver options available

 Eyelid cover option

 IP65

 3000K option available

 CRI>80

 5-year warranty

Ø

Size 

Ø 363mm H 140mm

Option Code Description 

/M 3 Hour Maintained Emergency 

/MZ 3 Hour Maintained DALI Emergency

/P Presence Detection

/DALI DALI/DSI Dimmable Driver

/BLK Black Base

/SIL Silver Base

Cover Options Description 

/E Eyelid Version

H

Eyelid 
Option

For optional features, please include the option code suffix with the 
product code when ordering. 

Product Code
LED 
Wattage

Lumen 
Output

Lumen/
Watt

Colour Temperature

SW14LDE 16W 1973 127 4000K

SW20LDE 22W 2732 127 4000K

For more information, call us on 01582 369005 or email sales@mountlighting.co.uk


